
Installation instruction

FRAX M 93014 DIM8
6 26011 9318

 = N / A
(1) FRAX M 93014 HONEYCOMB DIM8
6 26011 9328

 =  N / A
(2) FRAX M 930 LINEAR V DIM8
6 26011 9338

 = N / A
(3) FRAX M 930 LINEAR H DIM8
6 26011 9348

 = N / A
(4) FRAX M 930 WALLWASH DIM8
6 26011 9358

 = N / A
FRAX M 93026 DIM8
6 26011 9368

 = N / A
(1)FRAX M 93026 HONEYCOMB DIM8
6 26011 9378

 = N / A
FRAX M 93047 DIM8
6 26011 9388

 = N / A
(1) FRAX M 93047 HONEYCOMB DIM8
6 26011 9398

 = N / A

Application      
Floor surface mounted or Wall surface mounted
Installation to standard 4” octagonal box with optional coverplate or mudkit installation
For indoor and outdoor use

Color Finish
N - Dark gray
A - Alu gray

Light source
LEDcluster 23W DOWN

Product description
Surface treated aluminum construction
Electronic power supply included, 
700mA current controlled, Mains dimmable(10-100% light output) ( only @120V ).
Input voltage: 120-277V / 60Hz
(1) INCL. Honeycomb
(2) INCL. Linear spread lens vertical
(3) INCL. Linear spread lens horizontal
(4) INCL. Linear wallwash lens
Suitable for dry, damp locations or wet locations
Dust-tight  -  Protected against water jets       IP65
Weight: 5,3lbs   2,4kg

Required
26070 0040   FRAX PIN
or
26070 0050   FRAX STRAP
or 
26070 0060   FRAX BRACKET

Accesories
26070 0020   FRAX M KAP

Optional
26070 0030   FRAX ANTI VANDAL SCREWS 5 PCS
6 207 02 02    MUD KIT 2
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Conforms to ANSI/UL Std. 1598
Cert. to CAN/CSA Std. 22.2 No. 250.0
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Accessories
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INSTALLATION LUMINAIRE
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CAUTION!
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH 

THE APPLICABLE LOCAL INSTALLATION CODE.

ATTENTION!
CE PRODUIT DOIT •TRE INSTALLE SELON LE CODE 

D'INSTALLATION PERTINENT.
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CAUTION! CLEAN AT LEAST 
QUARTERLY WITH WATER AND 
NON-ABRASIVE CLOTH

30'30'

Dagelijkse ontstekingsperiode toegestaan
Dur"e quotidienne d'allumage admissible
Erlaubte t#gliche einschaltdauer
Allowed daily operation period
Period giornaliero di accesione ammesso
Periodo diario de encendido permitido
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INSTALLATION LUMINAIRE
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